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REFRACTIVE INDEX



ARO Scientific Ltd
ARO Scientific Ltd is an independent ISO 17034 accredited reference material producer with ISO/IEC 17025 
accredited calibration and testing laboratories, providing high quality certified reference materials, reference 
materials, standards, and consumables for calibration of measuring equipment, verification of measuring 
equipment, method validation, method verification, or other quality control processes applicable for international 
test methods such as ASTM, IP, ISO, etc. Our management team has more than 40 years’ experience in the 
manufacturing, characterisation and certification of certified reference materials, reference materials, standards, 
and consumables.

Accreditation
ARO Scientific Ltd holds triple accreditation status under The United Kingdom Accreditation Service (UKAS) to 
international standards ISO/IEC 17025 and ISO 17034, CAB No. 27393. The United Kingdom Accreditation Service 
(UKAS) is the sole national accreditation body recognised by the UK Government for certification and conformity 
to internationally agreed standards for testing, calibration and inspection. UKAS is a signatory to International 
Laboratory Accreditation Cooperation (ILAC) which is the international body for promoting cooperation between 
the various inspection body accreditation schemes that operate throughout the world. Other signatories include, 
but are not limited to, A2LA (USA), COFRAC (France), Dakks (Germany) and JAB (Japan). ISO/IEC 17025 / ISO 17034 
accreditation denotes competence for customers to make an informed and confident choice in the procurement 
process.

The UKAS mark ensures buyers have peace of mind. ILAC also bridges international barriers, making trade easier, 
especially in new growth markets. Our Combined UKAS and ILAC-MRA Mark demonstrates that the accreditation 
we hold is recognised under the International Laboratory Accreditation Cooperation (ILAC) Mutual Recognition 
Arrangement, our certificates are accepted around the world. 

Quality Commitment
ARO Scientific Ltd recognises that our customers should be always provided with products and services they can 
reply upon, trust and have confidence to use on a daily basis. Our commitment to quality and our accreditations 
demonstrates that we have rigorous quality systems in place that allow us to provide customers with the highest 
quality products possible, which are accepted globally.

+44 (0)151 424 2828
info@aroscientific.com
www.aroscientific.com

ARO SCIENTIFIC LTD
Unit 1 Bridgeway Business Park, 
Ditton Road, Widnes, WA8 0QE. UK
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Nominal values are for reference only. Please refer to our website, customer services or appointed 
distributors for certified values of current batches.

REFRACTIVE INDEX
CERTIFIED REFERENCE MATERIALS

ISO/IEC 17025 and ISO 17034 Refractive Index Certified Reference Materials (CRM) 
and Standards intended to be used for verification of measuring equipment, 
method validation, method verification, or other quality control processes used to 
determine refractive index.

ARO's Refractive Index Certified Reference Materials and Standards have been characterised at 15 °C, 20 °C, 25 °C 
and 30 °C. Manufacturing, testing and certification has been performed in accordance with ARO's accreditation to 
ISO/IEC 17025 and ISO 17034, UKAS CAB No. 27393.

Part No. 

RI-01

RI-01K

RI-02

RI-02K

RI-03

RI-03K

RI-04

RI-04K

RI-05

RI-05K

RI-06

RI-06K

RI-07

RI-07K

RI-08

RI-08K

RI-09

RI-09K

RI-10

RI10K

Pack Size

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

10 mL

5 x 10 mL

ARO SCIENTIFIC LTD
Unit 1 Bridgeway Business Park, 
Ditton Road, Widnes, WA8 0QE. UK

+44 (0)151 424 2828
info@aroscientific.com
www.aroscientific.com

15 °C

1.33339

1.33339

1.39395

1.39395

1.40617

1.40617

1.42403

1.42403

1.42566

1.42566

1.46364

1.46364

1.49975

1.49975

1.53819

1.53819

1.54861

1.54861

1.66026

1.66026

20 °C

1.33299

1.33299

1.39149

1.39149

1.40421

1.40421

1.42186

1.42186

1.42315

1.42315

1.46172

1.46172

1.49694

1.49694

1.53631

1.53631

1.54631

1.54631

1.65794

1.65794

25 °C

1.33250

1.33250

1.38905

1.38905

1.40226

1.40226

1.41972

1.41972

1.42060

1.42060

1.45986

1.45986

1.49411

1.49411

1.53440

1.53440

1.54399

1.54399

1.65562

1.65562

30 °C

1.33193

1.33193

1.38658

1.38658

1.40030

1.40030

1.41754

1.41754

1.41807

1.41807

1.45795

1.45795

1.49125

1.49125

1.53249

1.53249

1.54166

1.54166

1.65329

1.65329

Certification

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034
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Nominal values are for reference only. Please refer to our website, customer services or appointed 
distributors for certified values of current batches.

REFRACTIVE INDEX & 
DENSITY
ISO/IEC 17025 and ISO 17034 Multi-Test Refractive Index and Density Certified 
Reference Materials (CRM) and Standards intended to be used for verification of 
measuring equipment, method validation, method verification, or other quality 
control processes used to determine refractive index and density.

ARO's Multi-Test Refractive Index and Density Certified Reference Materials and Standards have been characterised 
at 15 °C, 20 °C, 25 °C and 30 °C. Manufacturing, testing and certification has been performed in accordance with 
ARO's accreditation to ISO/IEC 17025 and ISO 17034, UKAS CAB No. 27393.

Part No. 

RVD-01

RVD-02

RVD-03

RVD-04

Pack Size

30 mL

30 mL

30 mL

30 mL

ARO SCIENTIFIC LTD
Unit 1 Bridgeway Business Park, 
Ditton Road, Widnes, WA8 0QE. UK

+44 (0)151 424 2828
info@aroscientific.com
www.aroscientific.com

15 °C

1.33339

1.42404

1.54863

1.66026

20 °C

1.33299

1.42186

1.54631

1.65794

25 °C

1.33250

1.41972

1.54399

1.65563

30 °C

1.33193

1.41754

1.54168

1.65329

Certification

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

Part No. 

RVD-01

RVD-02

RVD-03

RVD-04

Pack Size

30 mL

30 mL

30 mL

30 mL

15 °C

0.99917

0.75275

1.25483

1.48827

20 °C

0.99822

0.74906

1.24957

1.48327

25 °C

0.99706

0.74541

1.24437

1.47827

30 °C

0.99567

0.74182

1.23918

1.47320

Certification

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

Density Certified Nominal Values

Refractive Index Nominal Values

Nominal values are for reference only. Please refer to our website, customer services or appointed 
distributors for certified values of current batches.
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REFRACTIVE INDEX 
UREA CONTENT
SO/IEC 17025 and ISO 17034 Refractive Index Rference Materials (CRM) and Standards 
intended to be used for verification of measuring equipment, method validation, method 
verification, or other quality control processes used to determine urea content by 
refractive index.

These Refractive Index Certified Reference Materials (CRMs) for urea analysis provide 
laboratories with accurate, traceable, and audit-ready calibration solutions for refractive 
index measurements performed in accordance with ISO 22241. Certified at 20 °C and produced under ISO 17034 
accreditation, these CRMs are ideal for AdBlue® / AUS 32 quality control, refractometer calibration, and routine 
laboratory verification. Our Refactive Index kits have been designed for compliance with ISO 22241 urea content 
testing by refractive index. The table below outlines the suitable kits available. 

Weekly checks
ISO 22241 expects ongoing verification of refractometer performance at the working RI value.
RI-UREAKIT010 or RI-UREAKIT020 are suitable.

Periodic checks
Many labs include an additional control point to monitor drift.
RI-UREAKIT030 or RI-UREAKIT040 support this requirement.

Monthly Span calibration / linearity
Required during method validation, scheduled calibration, and monthly compliance with ISO 22241.
RI-UREAKIT050 provides a practical three-point span.

Full calibration & validation
Used for initial instrument qualification, full span calibration, maintenance, or methid development.
RI-UREAKIT060 offers wide calibration range.

Nominal values are for reference only. Please refer to our website, customer services or appointed 
distributors for certified values of current batches.

Part No. 

RI-UREAKIT10

RI-UREAKIT20

RI-UREAKIT30

RI-UREAKIT40

RI-UREAKIT50

RI-UREAKIT60

Certification

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

ISO 17025 / ISO 17034

Pack Size

5 x 10 mL

10 x 10 mL

5 x 10 mL

10 x 10 mL

6 x 10 mL 

5 x 10 mL

+44 (0)151 424 2828
info@aroscientific.com
www.aroscientific.com

ARO SCIENTIFIC LTD
Unit 1 Bridgeway Business Park, 
Ditton Road, Widnes, WA8 0QE. UK
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Nominal ValueI

1.3820 to 1.3840

1.3820 to 1.3840

1.3965

1.3965

1.3335, 1.3820 to 1.3840, 1.3965 (2 of each supplied)

1.3330, 1.3335, 1.3820 to 1.3840. 1.4617, 1.5463

Refractive Index Nominal Values
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